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Features : Extremely minimalist, advanced design concept, novel and unique features, can form a very powerful
large-size LED display, showing colorful, magical images, images and video, light weight standard frame easy
to transport and Quick assembly.
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Application: Itis used in the permeable scenes such as glass windows, large building space exhibitions and
stage performances. It covers such fields as exhibition center, brand chain stores, automobile 4S shops, star
hotels, glass curtain walls, shopping centers, stage dance, commerdial ceilings and so on.

BB

TTANE180°, (CIHS B THLERBLRIBA,
B LRAERN

High permeability Ultra-wide viewing angle Ultra-thin and ultra-light
Maore than 60% permeability, 180° viewing angle, wide It can reduce transportation costs
more lighting effects audsence for & wide audience and installation costs,

Lightweight and efficent installation
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Intelligent monitoring Easy to install R e
Through WIFI networking to Fast lock design Perfect visual experience
play mobile phone screen No need for tedious Unique visual effects quickly

installation and accurately drain ads
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Installation
takes only

o Quick splicing hook installation 1 o S

e Quick lock open direction

o Fast lock locking direction

Fixing of the connecting piece to the
left and right modules

o Complete mosaic effect
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Install real
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" Before installation : . Post-installation effect
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TPRE-39/78 TPRE-7.8 TPRE-104
| {RPLAENE Pixel Pitch 3.9/7.8mm 7.8mm 10.42mm
ISR LED configuration SMD1921 SMD1921 SMD1921
FER transparency 48% 48% 70%
1000x1000mm
256x128dot 192x192dot 96x96dot
18kg/panel
REEE Pixel D 32768dot/m? 16384dot/m? 921 6dot/m?
FRKFE Brightness 2500-3000cd/m?*
PSR Gray Scale 14bit
W& Refresh Rate 1920Hz
B4 IP Rating ( front/back) P30
IHE (Max/Ave) Consumption 240-600W/M?
| RIS Watch the distance am aM 10M
i Operating Temperature 0°~40°C (work),-20°C~60"C (store)
B Operating Humidity 35%-85%(work), 10%-20%(store)

FEFERIR Environmental
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™RES Product
| @B Pixel Pitch
(&G LED configuration
| transparency

FEIHE Cabinet Spedification
| FEARRT Size
| #EiEHE Resolution

SEEE Weight

EiFIHE Screen specification

| BB Pixel Density

| FERAYE Brightness

| DR Gray Scale

| WUEF=E Refresh Rate

| B5S84R IP Rating ( front/back)
UHE (Max/Ave) Consumption

| mE Operating Temperature

| I Operating Humidity
(EFEERA Environmental

/SMD1921

"128x64dot \128x128dot"

32768dot/m2

G-5.2/5.2C G-10/10C
5.2/104 10.416MM
| SMD1921/SMD3535
50% 50%

500x500x93mm / 500x1000x93mm
"96x48dot \ 96x96dot”
5kqg/10kg/panel

1843 2dot/m’ [ 9216dot/m?
2500-3000cd/m’
14bit
1920Hz
P30
240-600W/M
0°~40°C (work),-20°C~60°C (store)
35%-85 vork), 10%-90%(store)
~ INDOOR

"48x48dot \ 48x96dot”

G-12/12C

125MM

60%

*40x40dot \ 40x80dot”

6400dot/m?




TPY

TPY series

rll

""mlnlmlt"muulmmmmmnmumumnnmllml!m|

| FEARS Product | _TPY-7.8/125 | _TPY-104 TPY-7.8/125 TPY-7.8/12.5 =
[ B BE(IE Pixel Pitch | 7.8/12.5mm | 10.42mm 7.8/12.5mm 7.8/12.5mm
| #§EAGAE LED configuration WAEESMD MFEESMD EFESMD MEFESMD
[ IBBE transparency | 75% | 80% | 75% 75%

19 & Cabinet Specificatio
| BT Size | 2000X1000mm 2000X1000mm 2000X1000mm 3 2000X1000mm _

‘ 13kg/panel 12kg/panel 12kg/panel 10kg/panel

| BEREAE Pixel Density L 10240dot/m’ I 6144dot/mv 6400dot/m* L 4096dot/m’

P Brightness 5500 000 1096dot/n
| MEER Gray Scale 14bit [
| IpIgi Refresh Rate 1920Hz f
| RBP4 IP Rating ( front/back) P30 '
| $0#6 (Max/Ave) Consumption 240-500W/M? 4
| WHIER Watch the distance | &M ﬁ 10M N | 12M L 16M !
| iREE Operating Temperature 0°~40°C (work),-20°C~60°C (store) [

A Operating Humidity 35%-85%i(work), 10%-90%(store)

| miEnvifonmental INDOOR
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TPR series
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1248548 Module Specification

FIAIIELY

| RIS Product | TPR-3.9/7.8 TPR-7.8 TPR-3.9/7.8
R BH)EE Pixel Pitch j 3.9/7.8mm 7.8mm 3.9/7.8mm
| #83EHRK LED confiquration \ SMD1921 SMD1921 SMD1921
BEE vansparency | 8% 48% %
FEURHIEE Cabin ecification
BIERT Size i 1000x500mm
| FEEDIE Resolution | 256x64dot 128x64dot 96x48dot
| FEEER Weight | 10kg/panel 10kg/panel 10kg/panel
FREE Screen specification
| {RBEER Pixel Density 32768dot/m’ 16384dot/m’ 9216dot/m’
FERKIE Brightness 2500-3000cd/m?
| RIEEH Gray Scale 14bit
| WER# Refresh Rate 1920Hz
FI#F2ER IP Rating ( front/back) IPX5
4% (Max/Ave) Consumption | = 240-600W/M* o
4m 8m 10m

| Mﬁﬂ Watch the distance |
iR Operating Temperature ‘

0°~40°C (work),-20°C~60°C (store)

& Operating Humidity

35%-85%(work), 10%-90%(store)

RIS Environmental
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TPE-S TPE-8
SMM 8.33mm
&FHEE LED configuration SMD3in1 SMD3in1
AR Transparency 70% 81%
saltE Cabinet
BWRST Size 800x1400x60mm 800x1400x60mm
AT HE Resolution 160x240dot 96x144dot
SR Weight 40kg/glass 40kg/glass
ST Pixel Density 40000dot/m? 14400dot/m?
FEEKSE Brightn 4000-5500¢cd/m* 4000-5500cd/m*
TR Gray Scale 14bit 14bit
| WIEF=E Refresh Rate >1920Hz >1920Hz
| K558 IP Rating ( front/back) P30 1P30
UHE (Max/Ave) Consumption 170-510W/M? 170-510W/M?
F43EW Watch the distance >5M >8M
i! Opetating Temperature 0*~40°C (work),-20°C~60"C (store) 0*~40°C (work),-20°C~60°C (store)
A Operating Humidity 35%-85%(work),10%-90%(store) 35%-85%{work),10%-90%(store)
GEFFEARE Environmental INDOOR INDOOR
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